Technologies developed by B&G.

Hidden installation without modifying the vehicle's original appearance.

Intelligent electronic Auto-Shutdown.

Heavy duty design, recommended for APC vehicles and police tactical vehicles.

Three types of keypads ergonomic and discreet.

Compact, weather-resistant external speaker.

Specially designed for APC/Tactical vehicles

Benefits

PW - APC/Tactical Intercom P.A and sirens

WWW.TSSH.COM

EXCLUSIVE B&G DISTRIBUTOR

PW-250

SERIES PW

WWW.TSSH.COM
Intercoms P.A and Sirens

PW-150/250

Robust intercommunication and siren systems, easy to install and completely hidden.

Specially designed to reduce potential threats and take the most advantage of the armoring, ensuring a secure communication channel with the outside without opening any windows or doors.

- Output power 150WATTS requires one loudspeaker.
- Output power 250WATTS requires two loudspeakers.**

** Technical Especifications **

<table>
<thead>
<tr>
<th>References</th>
<th>PW-250 v5</th>
<th>PW-150 v5</th>
</tr>
</thead>
<tbody>
<tr>
<td>Power output RMS</td>
<td>250 Watts</td>
<td>142 Watts</td>
</tr>
<tr>
<td>Stereo internal sound</td>
<td>✓</td>
<td>✓</td>
</tr>
<tr>
<td>Hand held MIC as accessory</td>
<td>✓</td>
<td>✓</td>
</tr>
<tr>
<td>Power consumption</td>
<td>Maximum</td>
<td>21 A</td>
</tr>
<tr>
<td></td>
<td>Stand-by mode</td>
<td>&lt;25 mA</td>
</tr>
<tr>
<td>Input voltage</td>
<td>11.5 - 14.8 VDC</td>
<td>11.5 - 14.8 VDC</td>
</tr>
<tr>
<td>Harmonic distortion</td>
<td>≤1%</td>
<td>≤1%</td>
</tr>
<tr>
<td>External loudspeakers</td>
<td>2 Loudspeakers 150W 13 x 15.5 x 13.4 cm</td>
<td>1 Loudspeaker 150W 13 x 15.5 x 13.4 cm</td>
</tr>
<tr>
<td>Electronic unit</td>
<td>3.7 x 10.9 x 19.2 cm</td>
<td></td>
</tr>
<tr>
<td>Internal speakers</td>
<td>6 x 8 x 7.2 cm</td>
<td></td>
</tr>
</tbody>
</table>

WWW.TSSH.COM

EXCLUSIVE B&G DISTRIBUTOR
## Keyboards and Microphones options

### Option 1

**Digital keypad**  
For all PW Series  
- **Installation:** 3M High performance mounting tape.

### Option 2

**Switchbox PW-3S**  
For PW150/250 Series  
- **Installation:** Screw fasteners

### Option 3

**Pushbutton box PW-4P**  
For PW150/250 Series  
- **Installation:** 3M High performance mounting tape.

**NOTE:** The operation of keypads will be different for all keypads.

## Accessories

- **Heavy duty MIC**
- **Handheld MIC**
PW-250 reference requires two loudspeakers.
The images are not to scale.